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Compact multifunction crane scales

Compact and versatile dynamometer fitted with protection transport case, 
remote control for teleoperation and batteries with 40h operating time. The 
weighing electronics are protected against shocks thanks to the body entirely 
made of painted steel and the backlit LCD display ensures high visibility under 
all conditions.

175x330 175x363 175x430

CAPACITY
(kg)

SIZES
(mm)

DIVISION (kg)
STANDARD e 

300/600/1500 • 0,1/0,2/0,5 0,5

1500/3000/6000 • 0,5/1/2 2

3000/6000/9500 • 1/2/5 -

9000 • - 5
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Professional reinforced crane scales

This dynamometer, resistant to any mechanical stress and sources of heat, is 
suitable for use in foundries and iron and steel industries,
The special mechanical system allows a safe load handling in case of 
unfavourable weather conditions or accidental overloads. Powered by a 
rechargeable long operating-time battery. The compact sizes do not alter the 
load capacity of the lifting equipment. Equipped with high-brightness LED 
display, protected by a removable thick Plexiglass panel.

CAPACITY
(kg)

SIZE
(mm)

DIVISION (kg)
STANDARD e 

10000 474x305 2 10
15000 474x305 2 10
25000 474x305 5 -
35000 474x305 10 -
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Professional STAINLESS steel crane scales

The best solution to weight suspended loads in industrial environments. The 
enclosure entirely made of AISI304 STAINLESS steel contains a rechargeable 
battery and a built-in load cell protecting them against shocks, dirty and rain. 
The high-brightness LED display is well visible from far-off distance and any 
direction.
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CAPACITY
(kg)

SIZES
(mm)

DIVISION (kg)
STANDARD e HIGH RESOL.

150 • - 0,05 -

300 • 0,1 0,1 0,05

600 • 0,2 0,2 0,1

1500 • 0,5 0,5 0,2

3000 • 1 1 0,5

6000 • - 2 -

6500 • 2 - 1

12000 • 5 - 2

17000 • 10 - 5

25000 • 10 - 5

30000 • 20 - 10

50000 • 20 - 10

SCALES FOR CRANES AND OVERHEAD CRANES
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Find out more on www.diniargeo.com

GENERAL CATALOGUE 

ACCESSORIES FOR CRANE AND OVERHEAD CRANE SCALES

Hooks and shackles
CAPACITY (kg)

A  Fixed hooks 1500, 7000, 15000, 22000, 30000

B  Swivel hooks 10000, 15000, 25000

C  Shackles 2000, 4000, 8000, 15000, 30000, 40000

Special hooks on request.

Calibration certificate 
Each dynamometer can be supplied with a certificate of calibration performed 
in laboratory with deadweights that ensures the proper operation and expected 
performances. In addition, Dini Argeo offers a periodic maintenance service of the 
crane scale according to the safety standards in force.
A certificate of conformity to the European Machinery Directive, namely to the Directive 
2006/42 EC, EN 13155 is also available on request.

APPS for smartphones and tablets
for weight management and data sharing

ESSENTIAL TO:

• Read tare, gross and net weight
• Run a simple or pre-set tare and store up to 5 known tares 
• Save weighing, add up and display the total immediately 
• Enter texts or codes to identify any weighing
• Share stored data on-line and in real time. 

THE SMARTEST AND CHEAPEST 
SOLUTION MAKING YOUR 
EVERYDAY WORK EASIER!

GET DINI ARGEO APPS NOW ON

Weight repeaters

A full range of weight repeaters available in wall, bench or portable versions, also fitted 
with a built-in printer, used to display the weight from far-off distance, to perform the 
functions of a dynamometer and to print receipts or labels or to save all working data on 
a USB flash drive. They are also useful for weighing bulky items, lifted-up and weighed 
through more crane scales.
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